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FITTING INSTRUCTIONS FOR COLD AIR INDUCTION UNIT 

 
HYUNDAI ACCENT 
Part # CAI010 
 

Kit Includes       Tools Required 

1x Induction Unit      Phillips Screwdriver 

3x Self-Tapping Screws     10mm Socket 

        Hacksaw Blade 

 

 

1. Remove the original induction unit by undoing the 2x 10mm bolts. Remove 

 the 2 rubber grommets and refit to induction supplied. 

 

2. Remove the top of the airbox by unclipping the 4x clips. 

 

3. Remove the bottom of the airbox by undoing the 3x 10mm bolts. 

 

4. Place the airbox end of the induction supplied over the existing hole in the 

 bottom of the airbox. Mark the edges and cut the bottom airbox within the 

 marked edges. Note that half of the intake port on the bottom airbox is to be 

 left intact to serve as an anchoring point for the rounded portion on the end 

 of the induction supplied. You will therefore be cutting away half the intake 

 port on the bottom airbox and around the corner. To ensure a good seal cut 

 protruding ribs away also. 

 

5. Before refitting the bottom airbox, turn the radiator hose clamp for clearance. 

 The battery may have to be moved to one side for better clearance. 

 

6. Secure induction to bottom airbox using the 3x self-tapping screws provided. 

 To ensure a good seal, apply silastic. 

 

7. Refit bottom airbox and secure front of induction using the original 10mm 

 bolts. Refit top of airbox. 

 

Please note that the engine computer in your vehicle may take up to several 

hundred kilometres to adjust to the increased airflow and produce the maximum 

effect. 

 

 

 

 
 ENJOY THE DIFFERENCE  


